
AirV TMStandard-Profile
RVAir Conditioning

AIRV SPECIFICATIONS
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AirV from
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Take all the
comforts of
your home

air conditioning
on the road.

AirV 13.5
AirV HC

AirV HC-HP

REMOTE CONTROL SYSTEM MANUAL CONTROL SYSTEM

ROOF UNIT

Ducted Ceiling
Package

WALL-MOUNTED THERMOSTAT CONTROL SYSTEMS

Wall Thermostats *Heat/Cool — 1110-420*Cool Only — 1110-421
Operating Voltage 9.5 — 16 VDC 9.5 — 16 VDC
Power Consumption 300 mA max. 300 mA max.
Operating Temperature -40¡F to 140¡F -40¡F to 140¡F

(-40¡C to 60¡C ) (-40¡C to 60¡C )
Room Temperature Range50¡F to 90¡F (10¡C to 32¡C) 50¡F to 90¡F (10¡C to 32¡C)
Thermostat Accuracy – 2¡F – 2¡F

*These thermostats must be used with a Carrier ceiling unit designed to interface with a wired thermostat.

Ceiling Package and
Unit Dimensions Height Width Length
Unit — AirV 13.5, HC and HP 13" (330 mm) 22" (559 mm) 41" (1,041 mm)
Ducted Ceiling Package .75" (19 mm) 17" (432 mm) 17" (432 mm)
Free-Blow Ceiling Package2.5" (64 mm) 19.5" (495 mm) 25.5" (648 mm)

Carrier Transport Air Conditioning 
50 Grumbacher Road
York, PA 17406
Tel: 1-866-GO4-AIRV (1-866-464-2478)
Fax: 1-717-764-8606www.airv.carrier.com

Standard High-Capacity
AirV Models 13.5K High-Capacity Heat Pump
Nominal Cooling
Capacity (BTU)* 13,500 15,000 15,000
Nominal Heating
Capacity (BTU)* N/A N/A 11,600
Electrical Rating 115V, 60 Hz, 115V, 60 Hz, 115V, 60 Hz,

1 Phase 1 Phase 1 Phase    
Required Circuit Breaker 20 20 20
Locked Rotor Amps 60 60.3 60
Full-Load Amps,
approx. — Cooling 12.8 (1) 14.1 (1) 12.9 (1)
Full-Load Amps,
approx. — Heat Strip 13.8 (2) 13.8 (2) 13.8 (2)
Full-Load Amps,
approx. — Heat Pump N/A N/A 11.8 (2)
Running Watts  — 
Cooling 1,472 (1) 1,484 (1) 1,484 (1)
Running Watts  — 
Heat Strip 1,600 (2) 1,600 (2) 1,600 (2)
Running Watts  — 
Heat Pump N/A N/A 1,357 (2)
Airflow (CFM)  — 
High Speed — Cooling 325 (1) 325 (1) 365 (1)
Roof Unit Weight** 90 90 94
Backup Heat Source N/A N/A Ducted System: RV Furnace
Backup Heat Source N/A N/A Free-Blow System:

Internal 5,600 BTU Heat Strip

Tested under the following conditions: A.R.I. Standard Conditioning.
1 Cooling: 80¡F DB/67¡F WB Indoor, 95¡F Outdoor, at 115 VAC.
2 Heating (electric heat strip): 70¡F DB/60¡F WB Indoor, 47¡F Outdoor at 115 VAC.
* Based on test comparison of actual competitive capabilities.
** Installed weight will vary with Ceiling Package Options.

Specifications are subject to change without notice.

Please visit us at our Web site at www.airv.carrier.com.
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